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HYPERSHIELD TRACTOR HYDRAULIC

FLUID
Safety Data Sheet | SDS#: 34428 | Revision Date: April 29, 2025

Per OSHA Hazard Communication Standard, 29 CFR 1910.1200

Formulated by Chevron Products Company — distributed under HYPERSHIELD brand by

Shrader Tire & Oil

SECTION 1 IDENTIFICATION

Product Name: HYPERSHIELD Tractor Hydraulic Fluid

Recommended Use: Tractor Hydraulic Fluid & Wet Brake

Restrictions on Use: Consult supplier for applications other than those specified.

Product Number(s): 221880 (Chevron) | [ASSIGN HYPERSHIELD SKU]

SDS Number: 34428

Other Identifiers: Not applicable

Distributor / Company Identification

Shrader Tire & Oil

Toledo, OH

Customer Service: 800.589.6589

Customer.Service@Shrader.biz | ShraderTireandOil.com

Manufacturer

Chevron Products Company, a division of Chevron U.S.A. Inc.

1400 Smith Street, Houston, TX 77002 | www.chevronlubricants.com

Emergency Telephone

Transportation / Health: CHEMTREC (800) 424-9300 or (703) 527-3887

Chevron Emergency & Information Center: (800) 231-0623 or (510) 231-0623

SECTION 2 HAZARDS IDENTIFICATION

Classification: Not classified as hazardous according to 29 CFR 1910.1200 (2012).

Hazards Not Otherwise Classified: Not Applicable

Hazard Pictograms: None Required

Signal Word: Not Hazardous

Hazard Statements: None Required

Precautionary Statements: P273 – Avoid release to the environment. P501 – Dispose of contents/container per

applicable regulations.

Other Hazards: Leaks/ruptures in high-pressure systems can create a fire hazard near ignition sources.

Contains petroleum-based mineral oil — prolonged oil mist inhalation above OELs may

cause respiratory irritation.

SECTION 3 COMPOSITION / INFORMATION ON INGREDIENTS

Product Form: Mixture

CAS Number Component Name Amount (% weight)

Mixture Highly refined mineral oil (C15–C50) 70–99%
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SECTION 4 FIRST AID MEASURES

Eye: No specific first aid required. As a precaution, remove contact lenses and flush with water.

Skin: No specific first aid required. Remove contaminated clothing and wash skin with soap and

water. High-pressure injection under skin requires immediate emergency care.

Inhalation: Move to fresh air. If H2S exposure possible, wear positive-pressure air-supplying respirator.

Get medical attention if coughing or respiratory discomfort occurs.

Ingestion: No specific first aid required. Do not induce vomiting. As a precaution, get medical advice.

Most Important Symptoms/Effects:

• Eyes: Not expected to cause prolonged or significant irritation.

• Skin: Not expected to cause prolonged irritation or allergic response. High-pressure injection injury may appear minor but requires

immediate surgical evaluation.

• Inhalation: May cause respiratory irritation after prolonged/repeated exposure to oil mist above OELs.

• Ingestion: Not expected to be harmful if swallowed.

SECTION 5 FIRE-FIGHTING MEASURES

Extinguishing Media: Water fog, foam, dry chemical, or CO2.

Unsuitable Media: No data available.

Unusual Fire Hazards: Material will burn, though not easily ignited. High-pressure leaks/ruptures near ignition

sources (open flame, sparks, electric arcs) create fire risk.

Combustion Products: CO, CO2, unidentified organics. May yield oxides of calcium, phosphorus, sulfur, zinc.

Firefighting Instructions: Do not enter enclosed fire space without SCBA. This material will burn though not easily

ignited (see Section 7 for handling).

SECTION 6 ACCIDENTAL RELEASE MEASURES

Personal Precautions: Eliminate ignition sources. Wear appropriate PPE (Section 8). Keep out unnecessary

personnel.

Environmental Precautions: Avoid contaminating soil, sewers, or water. Report spills to local authorities and/or USCG

National Response Center: (800) 424-8802.

Containment & Cleanup: Stop source if safe. Contain with absorbent materials. Transfer to appropriate containers.

Dispose per applicable regulations.

SECTION 7 HANDLING AND STORAGE

Safe Handling:

• DO NOT USE IN HIGH-PRESSURE SYSTEMS near flames, sparks, or hot surfaces.

• Avoid contaminating soil or releasing into sewage or water systems.

• Wash thoroughly after handling. Keep out of reach of children.

• Toxic quantities of H2S may be present in storage tanks or bulk vessels — determine H2S presence before opening.

• Static hazard: bonding and grounding may be necessary during transfer/filling operations.

Storage Conditions:

• Store in well-ventilated area. Keep container closed when not in use.

• Do not pressurize containers. Empty containers retain residue and can be dangerous.

Incompatible Materials: Strong acids, strong oxidizing agents (chlorates, nitrates, peroxides).

SECTION 8 EXPOSURE CONTROLS / PERSONAL PROTECTION
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Occupational Exposure Limits:

Component Agency TWA STEL

Highly refined mineral oil

(C15–C50)

ACGIH 5 mg/m³ 10 mg/m³

Highly refined mineral oil

(C15–C50)

OSHA Z-1 5 mg/m³ —

Engineering Controls: Use in well-ventilated area.

Eye/Face: Safety glasses, chemical goggles, or face shield depending on operation.

Skin/Hands: Chemical PPE gloves: Butyl (0.7mm, 120 min breakthrough); Nitrile (0.8mm, 240 min);

Viton Butyl (0.3mm, 240 min). Wear protective clothing.

Respiratory: Generally not required under normal use. If mist/vapor exceeds OELs: NIOSH-approved

organic vapor respirator. Positive-pressure air-supplied respirator if H2S possible.

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

Physical State: Liquid

Color: Brown to yellow (amber)

Odor: Petroleum odor

Flash Point: 200°C / 392°F minimum (Cleveland Open Cup)

Density: 0.877–0.8839 @ 15°C (59°F)

Kinematic Viscosity @ 40°C: 60.0 cSt

Kinematic Viscosity @ 100°C: 9.5 cSt

Viscosity Index: 140

Pour Point: -43°C (-45°F)

Brookfield Viscosity @ -35°C: 48,000 cP

API Gravity: 30.5

Solubility: Soluble in hydrocarbons; insoluble in water

Explosive Properties: Not applicable

Flammability (solid/gas): Not applicable

SECTION 10 STABILITY AND REACTIVITY

Reactivity: May react with strong acids or strong oxidizing agents.

Chemical Stability: Stable under normal ambient and storage conditions.

Hazardous Reactions: Hazardous polymerization will not occur.

Conditions to Avoid: Heat, flames, sparks, direct sunlight, extreme temperatures.

Incompatible Materials: Strong acids, strong oxidizing agents (chlorates, nitrates, peroxides).

Decomposition Products: At elevated temps: alkyl mercaptans, H2S. Combustion: CO, CO2, oxides of calcium,

phosphorus, sulfur, zinc.

SECTION 11 TOXICOLOGICAL INFORMATION
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Acute Toxicity: Not classified.

Skin Corrosion/Irritation: Not classified. Not considered a skin irritant.

Eye Damage/Irritation: Not classified. Not an eye irritant.

Sensitization: Not classified.

Mutagenicity: Not classified.

Carcinogenicity: Not classified. Base oils are severely hydrotreated. Not listed by NTP, IARC, or ACGIH as

carcinogens.

Reproductive Toxicity: Not classified.

STOT – Single Exposure: Not classified.

STOT – Repeated Exposure: Not classified. Prolonged/repeated oil mist inhalation above OELs may cause respiratory

irritation.

Aspiration Hazard: Not classified.

SECTION 12 ECOLOGICAL INFORMATION

Ecotoxicity: Not expected to be harmful to aquatic organisms (based on component evaluation).

Persistence & Degradability: Not expected to be readily biodegradable.

Bioaccumulative Potential: No data available.

Mobility in Soil: No data available.

SECTION 13 DISPOSAL CONSIDERATIONS

Use material for its intended purpose or recycle if possible. Oil collection services are available for used oil recycling or disposal. Place

contaminated materials in containers and dispose of in a manner consistent with applicable regulations. Contact your sales

representative or local environmental or health authorities for approved methods.

SECTION 14 TRANSPORT INFORMATION

DOT (USA): NOT REGULATED AS HAZARDOUS MATERIAL UNDER 49 CFR

IMO/IMDG: NOT REGULATED AS DANGEROUS GOODS UNDER THE IMDG CODE

ICAO/IATA: NOT REGULATED AS DANGEROUS GOODS UNDER ICAO

SECTION 15 REGULATORY INFORMATION

EPCRA 311/312: Not applicable

NJ RTK Classification: PETROLEUM OIL (Hydraulic oil)

Chemical Inventories: All components comply with: AIIC, DSL, EINECS, ENCS, KECI, NZIoC, PICCS, TCSI,

TSCA.

CA Prop 65 / IARC / NTP: No components found on these lists.

SECTION 16 OTHER INFORMATION

Revision Number: 8

Revision Date: April 29, 2025
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Revision Summary: Section 1 – Distributor updated to Shrader Tire & Oil. HYPERSHIELD brand applied.

Original SDS prepared by Chevron Products Company.

NFPA Ratings: Health: 2 | Flammability: 1 | Reactivity: 0

HMIS Ratings: Health: 0 | Flammability: 1 | Reactivity: 0

Distributed by: Shrader Tire & Oil, Toledo, OH | ShraderTireandOil.com | 800.589.6589

Prepared per 29 CFR 1910.1200. The information is based on the knowledge of Chevron and its affiliates as of the publication date. No warranty,

express or implied, is given. Conditions of use are beyond our control — it is the user's responsibility to determine safe use conditions and assess

suitability for their application.


